










We’ve got you covered.
The GM-Allison Hybrid Ep System is supported 
by over 1,600 authorized Allison Transmission 
distributors and dealers all over the world. 
That commitment includes the parts, service 
and in-depth expertise you have enjoyed for 
many years with Allison Transmission products 
in the bus and transportation industry.

Specifications

System  Controllers

Allison Transmission 1000/2000/2400 Series™ controllers
Weight: 6.7 lbs (3.0 kg) [for two]
Dual Power Inverter Module (DPIM)

Advanced inverter technology 
430-900 VDC 150 kW continuous 3-phase AC
Weight: 165 lbs (75 kg)
Size: 45" (1151 mm) L x 25" (632 mm) W x 6.5" (165 mm) H
Energy Storage UNIT

Full regenerative braking recovery from 50 mph
Weight: 963 lbs (437 kg)
Size: 86" (2183 mm) L x 44" (1116 mm) W x 11" (283 mm) H
Allison Ev Drive™

Physical Characteristics
Weight: 919 lbs (417 kg) dry, 944 lbs (428 kg) wet
Size: 32" (817 mm) L* x 23" (573 mm) W** x 12" (312 mm) H*** 

*Length measured from engine/drive unit splitline to end of output shaft (installed length)

**Width measured from lug box to lug box

***Height measured from centerline to bottom of sump

Input

Ev40 Drive™ – Transit Bus
Continuous: 280 hp (209 kW)
Rated input torque: 910 lb-ft (1235 Nm)
Rated input speed: 2300 rpm

Ev50 Drive™ – Suburban Coach/Articulated Bus
Continuous: 330 hp (246 kW)
Rated input torque: 1050 lb-ft (1420 Nm)
Rated input speed: 2300 rpm

Performance

Typical acceleration power with energy storage:

Ev40 Drive – 350 hp (261 kW)
Ev50 Drive – 400 hp (298 kW)

Articulated Bus    Suburban Coach    Transit Bus

“They have been flawless since we put 
them in service.”

–	 Jim Buckner, 
	 TARC, Louisville, KY
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It’s the right thing to do.It’s the right thing to do.

Leaders in advanced hybrid technology
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